Permanent Tapes

ATM 300 Permanent Durable Tape

ATM 300 provides exceptional durability. Recommended
for longitudinal and transverse application in moderate
tralc areas. The highly retro"ective tape o#ers superior
visibility under all lighting conditions. Minimum 60 mil.

(1.52mm) thick composite resists wear. Superior adhesive
system minimizes tape movement in hot and cold climates.

The ATM adhesive system extends the application season
typically shortened by marginal weather conditions. For
superior durability or snow conditions, the inlay is
recommended. The overlay method may also be used.
Marked roadways can be opened to tralc immediately.

Removable Tapes

ATM200 Removable Construction Grade Tape
ATM200 o#ers excellent daytime visibility for delineation
and superior nightime re"ectivity. The pre-applied,
pressure-sensitive adhesive extends the application seasd
typically shortened by marginal weather conditions. When
the job is completed the reinforced fabric backing makes
removal easy. Marked roadways can be opened to tralc

ATM300 ATM400 ATM300YG
- Moderate grade - Heavy grade -Use for high
- 60 mil thick - 90 mil thick incident areas

- Increases driver
awareness

- Flat-color tone - Re"ective tone

ATM 400 Permanent Extended Life Tape
ATM 400 provides exceptional durability in the most
demanding tralc conditions. Recommended for
longitudinal and transverse application in high tralc
areas. The highly retro"ective tape o#ers superior
visibility under all lighting conditions. Extra thick 90 mil.
N (2.29 mm) composite resists wear and provides life over
standard highway markings. Superior adhesive system
minimizes tape movement in hot and cold climates.
Marked roadways can be opened to tralc immediately.

immediately. ATM 200 Series is available in a variety of
colors and widths.
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CONSTRUCTION MATERIALS

Rumble Strips

Removable, reusable, or permanent

Rumble strips create a visual, audible, and physical alert to
drivers of a change in tralc patterns and draw attention to
caution signs or road construction. The strips are available
4°x 50'rolls. Colors available: orange, bright green, white,
black, or custom colors.




